
• Moorning eyes

• Bilge pump

• Fuel tank 100 l  (510-600-650)

• Fuel tank 300 l  (750)

• Deck drain plug

• Non slip deck

• Bow locker 

• Stern locker

• Bow pvc cleat 

• Lifting handles 

• Pressure relief valve

• Life line

• Non slip tuve reinforcement

• Rubbing strake

• Paddles

• Pump & repair kit 

STANDARD EQUIPMENT

• Jockey ACS-5

• Jockey ACS-7 (600-650)

• Jockey ASC-10 (750)

• Jockey sail

• Console ACS-5 

• Console VD-4

• Console VD-5

• Console VD-6

• Seat with locker ACS-5

• Seat with locker ACS-7-1/ACS-7-2

• Basck rest  pilot 

• Bolster 1 person or 2 people

• Tip-top

• Cabin (750)

• Bottle rack

• Stern and bow lifting eyes

• Navigation frame simple-pro

• Navigation frame with lander

OPTIONAL EQUIPMENT
 VD-PRO 510 VD-PRO 600 VD-PRO 650 VD-PRO 750

Length overall 5,10 m 5,99 m 6,50 m 7,49 m

Length inner 3,95 m 4,84 m 5,25 m 6,25 m

Beam overall 2,24 m 2,52 m 2,52 m 2,97 m

Beam inner 1,18 m 1,40 m 1,40 m 1,70 m

Tube diameter 0,48 m 0,55 m 0,55 m 0,60 m

Nº compartments 4 5 5 7

Max. engine 115 hp 175 hp 225 hp 300 hp

Rec. engine 70 hp 140 hp 150 hp 200 hp

Max. people 12 14 14 19

Rib weight 353 kg 472 kg 510 kg 760 kg

Max. capacity load 1.230 kg 1.450 kg 1.634 kg 2.300 kg

CE category C C C C

Fuel tank 100 ltr 100 ltr 100 ltr 300 ltr

Shaft type L L XL 1XL/2L

SPECIFICATIONS

The VD-PRO are available measures from 5.10 m to 7.50 m have been designed for 

sea sports activities fishing, diving, training, etc. Series hulls are high 

performance and allow for a wide range of engine options. If you are looking for 

a functional, reliable and tough rib, then one of these models is for you.

PROFESSIONAL SERIES   VD-PRO
MODELS  510 / 600 / 650 / 750


